18W Single Output SwitchingPower Supply

LPH-1 8 series

H Features :

* 180-264VAC input anly

* Fully encapsulated with IP&7 level

* Protections:Short circuit / Overload / Over voltage / Over temperature
¢ Cooling by free alr convectlon

* Pass LPS

¢ 100% full load burn-In test

* Suitable for LED lighting and moving sign applications

¢ High rellabliity / Low cost

* 2 years wamranty

SPECIFICATION LPS IP67 c €
MODEL LPH-18-12 LPH-18-24 LPH-18-38
DC VOLTAGE 12V 24V vV
RATED CURRENT 1.5A 0.75A 0.54
CURRENT RANGE 0~1.54 0~0.78A 0~0.5A
RATED POWER 18w 16W 18W
OUTPUT RIPPLE & NOISE {max.} Note2| 120mVp-p 150mVp-p 200mVp-p
VOLTAGE TOLERANCE Nets.3 |£3.0%
LINE REGULATION +1.0%
LOAD REGULATION 2.0%
SETUP, RISE TINE 1500ma, 30ms / 230VAC
HOLD UP TIME (Typ.) S0mafZ30VAC at full Inad
VOLTAGE RANGE 180 ~ 264VAC
FREQUENCY RANGE 47 ~b3Hz
INPUT EFFICIENCY{Typ.) 70% 82% 83%
AL CURRENT 0.IAAOVAC
INRUSH CURRENT{max.} Gold start 50A30VAC
LEAKAGE CURRENT 0.25mA f 240VAC
OVER CURRENT Above 105% rated output power
Protection type : Hiccup mede, recovers automatically after fault condition ls remevad
13.8~ 162V | 276~ 32.4¥ |41.4~ 488V
PROTECTION | OVER VOLTAGE Protection typa : Shut off o/p voltage, clamping by zener diode
Tj 170°C typically (L)1) Detect on main control IG
OVER TEMPERATURE Protection typs : Hiccup mods, recovers automatically aftar temperatura goss down
WORKING TENP. =25~ TOC {Refer to autput load derating curve)
WORKING HUMIDITY 20 ~ 90% RH non-condending
ENVIROMMENT | STORAGE TEMP., HUMIDITY | 40 - +80C, 10-85% RH
TENP. COEFFICIENT H.03%T {0 ~50C)
VIBRATION 10 ~ 500Hz, 2G 10min.Mcydls, pariod for §0min. aach along X, Y, Z axas
SAFETY STANDARDS Design refer to UL1:310 Claes 2, TUV ENG0S50-1, ENG1347-2-13, CAN/CSA G22.2 No. 223-M91, IPET approved
WITHSTAND VOLTAGE IIP-O/P:3KVAC
SAFETY &
ENC ISOLATION RESISTANCE 1/P-O/F:>100M Ohms / SO0VDC / 25°C/ 70% RH
{Nots d) EMI CONDUCTION & RADIATION | Compliance to ENG5022 (GISPR22) Clase B
HARMONIC CURRENT Compliance to ENB1000-3-2,-3
EMS INMUNITY Complignce to ENB1000-4-2,3,4,5,6,8,11; ENVEQ204, ENG5024, Light industry level, criteria A
NTBF 1200.6Khrs min.  MIL-HDBK-217F (25°C)
OTHERS | DIMENSION 140°30*20(L"W*H)
PACKING 0.175Kg; TOpes/13.3Kga/l.BBCUFT
NOTE 1. All parameters NOT speclally menhtiohed are measured at 230VAC Input, rated load and 25°C of amblent e,

2 Ripple & nolse are measured at 20MHz of bardwidih by using a 12° twisted palr-wine terminated with a 0.1uf & 47uf paralel capaction.
3. Tolerance : Incudes set up tolerance, line regulation and load reg
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